
RANCHER

YOUR GO-TO TRUCK BODY FOR RANCHING AND TOWING VERSATILITY.

Those who work hard deserve a body that works for them. The all-new Rancher body from 

Rugby Mfg. includes many features that can increase your capabilities while on the job. From 

the 30,000# rated B&W Turnover ball and 20,000# rated receiver hitch, to the adjustable 

bulkhead, you can count on the Rancher to help you get the job done. 

CARBON STEEL TRUCK BODIES

www.rugbymfg.com sales@rugbymfg.com800-869-9162



RANCHER

NEW 20,000# RATED 
REAR HITCH - 
Engineered to handle heavy loads, 
the Rancher features a new 
20,000# rated recessed hitch for 
hauling bigger loads. 

B&W TURNOVERBALL™ 

GOOSENECK HITCH – 
Rated 30,000#, the B&W 
Turnoverball™ Gooseneck Hitch 
allows versatility to transform 
from a flat floor to a hitch. 

NEW TUBULAR BULKHEAD
The Rancher features our all-new 
adjustable tubular bulkhead with 
a view-friendly opening and two 
LED brake lights cut into the upper 
tube frame. This bulkhead is also 
available with an optional 14 ga. 
bolt-on side plate with laser-cut 
Rugby emblem. 

Rugby Manufacturing
Rugby, ND • 701-776-5722 • Fax 701-776-6235
Email: sales@rugbymfg.com

www.rugbymfg.com

DESIGNED FOR HARD WORK.
Rugby Rancher truck bodies are engineered for the professional 
that demands the most from their truck. The Rancher has been 
completely redesigned for increased durability, performance and 
style. The new tubular bulkhead is adjustable and designed to 
accommodate various chassis models and cab styles. 

The all-new Rancher design comes in two models, the SD Rancher 
(Standard Duty) and HD Rancher (Heavy Duty). The HD model has 
upgraded floor and understructure materials for an even stronger 
body. 

HD RANCHER BODY (HEAVY DUTY)

Body Lengths 9', 11', & 12'

Body Width 96"

Floor Material 3/16" tread plate

Longsill material 4" structural channel

Crossmember Material 7 ga. 

Understructure crossmembers on 12" centers

SD RANCHER BODY (STANDARD DUTY)

Body Lengths 7' - 12'

Body Width (7'2" & 8'6" lengths) 84"

Body Width (8'6" - 12' lengths) 96"

Floor Material 12 ga. tread plate

Longsill Material 4" structural channel

Crossmember Material 10 ga. formed

Understructure crossmembers on 16" centers

STANDARD FEATURES ON SD & HD RANCHER BODIES
• NEW! Adjustable bulkhead

• NEW! Tubular Bulkhead (4" x 3" x 1/8" wall)

• NEW! Viewing window in Bulkhead - 1" tubing

• NEW! Fuel in-let cut outs in rubrail (drivers side)

• NEW! Recessed license plate

• NEW! Automated wheel-abrator surface preparation

• NEW! Improved Powder Coat Finish

• NEW! 20,000# rated receiver hitch with 2.5" receiver tube

• Installed LED Bullet Lighting in loomed wire harness

• Outside stake pockets with 3/8" Tie Down Rail

• 12 ga. smooth steel rear apron

• B&W Turnoverball™ Gooseneck Hitch, 30,000# rated, standard

2 5/16" ball included. Minimum recommended trailer swing distance:
[7'x84" model = 69.25"] [8.5' x 84" model = 74"] [all 96" wide models = 77.5"]

CALL YOUR RUGBY 
DISTRIBUTOR ABOUT 

THE RANCHER 
TODAY!
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